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The Honeylite LP Series are designed to snap-on to PAR lamps, including the 
Designer 16 lamp. All LP Series are supplied with a 1/4 x 235 louver for 45° cut-off. 
Holders are made from cold-rolled steel. The holder and louver are finished with our 
black proprietary polymer coating in an eggshell finish. All LP Series (except for the 
LP16) will accommodate a lens, for additional light control. Note all lamps shown are 
by others.

LP16

Designer 16

OD 1.96”             DEPTH .56”

LP20

PAR 20

OD 2.7”             DEPTH .87”

LP30

PAR 30

OD 4.0”             DEPTH 2.0”

LP38S

PAR 38

OD 5.0”             DEPTH 1.33”

LP38

PAR 38

OD 5.0”             DEPTH 2.0”

CAT# - LOUVER - LENS

HL-LP16-BLK
HL-LP20-BLK
HL-LP30-BLK
HL-LP38-BLK
HL-LP38S-BLK

L-BLK
L-MLB

CL
LI
PR
SA
SO

HL-LP30-BLK - L-BLK
HL-LP38S-BLK - LI

SAMPLE SPECS: 

* a shallower design that exposes more of the lamp
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Used with Honeylite holders our tempered glass lenses provide a safety shield 
and produce softening, spreading or diffusing effects. These lenses are available 
for the MR11, MR16, MR16 Clip-on and LP Series holders. The lenses can also 
be purchased separately.

Clear Lens (CL)

Used as a safety shield 

Linear Lens (LI) 
Elongates light distribution pattern 

Prismatic Lens (PR) 
Establishes  symmetrical pattern 

 Sanded Lens (SA) 
 Sandblasted  surface, diffuses light pattern 

Softening Lens (SO)

Pressed texture  softens light pattern 

Lens Sizes

Lamp MR11 MR16 PAR16 PAR20 PAR30 PAR38

Lens Diameter 1.37” 1.96” 1.96” 2.50” 3.75” 4.31”
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The Honeylite AR Series provides solutions to the spill light that is inherent in most 
aluminum reflector (AR) lamps.

HL-MR16 - L-BLK (louver only)
HL-MR16 - H-MLB - L-BLK - LI
(Holder, Louver & Linear Lens)

SAMPLE SPECS: 

The SC-AR111 louver is a compact solution to 
glare control. This louver which is secured, with 
stainless steel spring clips, is easy to install.

This product has an international patent.

Note that this louver cannot accept a lens.

SC- AR111

Lamp By Others

Retaining Ring
LP- AR111

Holder & Louver

OD 1.96”             DEPTH .56”

This snap-on holder and louver is similar to our LP Series for PAR lamps and 
covers the lamp for a finished appearance. Holder is made from cold-rolled steel 
and come with our black proprietary polymer coating with an eggshell finish.

Holder is made from machined aluminum and is available in a Milbrite or 
Black Satin finish.

Lamp By Others

Retaining Ring

LP- AR70 OD 1.96”             DEPTH .56”

Holder Back Holder Front

Honeylite Louver

CAT# - LOUVER - LENS

HL-SC-AR111-BLK
HL-SC-AR111-MLB
HL-LP-AR111-BLK
HL-LP-AR111-MLB
HL-LP-AR70-MLB
HL-LP-AR70-MLB

L-BLK
L-MLB

CL
LI
PR
SA
SO
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Honeylite L Series Spring-Clip Louvers 
are lightweight and economical. These 
louvers have 95° open area and are 
available with 45° or 60° cut-off. (Refer to 
Honeylite Basics.) L Series louvers are for 
use with a variety of fixtures or recessed 
fixtures. Frames are made from 1/2” 
cold-rolled steel and have 3 spring clips as 
shown, for easy installation.

Standard finish is our black proprietary 
polymer coating with an eggshell finish. 

HL-L4245 - 45
HL-L4750 - 60

SAMPLE SPECS: 

CAT#CAT# - DIA (in) - CUTOFF

HL-L2730
HL-L3537
HL-L4042
HL-L4245
HL-L4447
HL-L4750
HL-L5557
HL-L6062
HL-L6366
HL-L6668

For 45° cut-off cell depth 
is .235” for 60° cut-off 
cell depth is .433” specify 
cut-off by adding suffix 
of 45 or 60.
See Sample Spec below

2.65
3.25
3.62
4.00
4.25
4.62
5.25
5.62
6.25
6.62

- FIT RANGE

2.7 - 3.0
3.5 - 3.7
4.0 - 4.2
4.2 - 4.4
4.4 - 4.7
4.7 - 5.0
5.5 - 5.7
6.0 - 6.2
6.3 - 6.6
6.6 - 6.8
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The Honeylite SL Series framed louvers 
are designed to fit into the top of wall 
sconces. The 45° cut-off blocks sightlines 
from elevated viewing angles. In addition 
to the louvers listed below, custom 
louvers can be manufactured for round, 
partial round, square and rectangular 
sconces.

See Custom Louvers.

Standard Finish is our black proprietary 
polymer coating with an eggshell finish.

CAT#

HL-SL12     (Fits 12” Sconce)
HL-SL14     (Fits 14” Sconce)
HL-SL18     (Fits 18” Sconce)



-

Custom LouversA  D I V I S I O N  O F  B O R D E N  L I G H T I N G

®

999 Montague Street 
San Leandro, CA 94577

phone 510.357.0171
fax 510.357.3832

www.honeylitelouvers.com

Honeylite Louvers produces a variety of 
custom framed and unframed louvers 
made to the requirements of light fixture 
manufactures. All these louvers are 
designed to reduce glare and control light 
from the source.GLARE

Call our factory to discuss your specific requirements.


